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Transparent Led Screen Rental (LTR series) 

Features:
○ The cabinet is made of die-casting aluminum, which has the characteristics of lightness, thinness, 
     and firmness.
○ The CNC precision machining, high precision, can realize seamless splicing.
○ The screen has high transparency, and the maximum transmittance can reach 71%.
○ Ultra-thin cabinet, simple structure, small footprint, lightweight, quick assembly, and disassembly.
○ Energy saving and environmental protection, no need for air conditioning to dissipate heat, the 
     modular grid can be ventilated, the wind resistance is small, and it is safer.
○ Easy-maintenance design, using the quick-disconnect module, front-front maintenance, or rear-
     screen maintenance can be done, reducing maintenance costs.
○ It can be installed and hoisted. The horizontal connection lock of the cabinet can adjust the angle 
    of positive and negative 15°, and it can be combined into a curved screen to meet the viewing 
    angle of more than 200°.
○ Between the LED PCB and the light board module, the glue-filled package is used to effectively 
     protect the lamp beads from falling off due to accidental impact.
○ The module is encapsulated with protective glue, which can achieve IP65 protection and can 
     adapt to outdoor all-weather playback environment.

          Cabinet 

Cabinet:

          Silcon-glued module      Curved lock
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Application:
○ Shopping malls               ○ Airports               ○ Exhibitions               ○ Stores              ○ 4S shops

Technical Specifications:
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Model LTR3.9-7.8 LTR5.2-10.4 LTR10.4 LTR15.6

Pixel Pitch(mm) H:3.9 V:7.8 H:5.2 V:10.4 H:10.4 V:10.4 H:15.6 V:15.6

Transparency Rate 53% 58% 58% 80%

Resolution(dot/ m²) 32768 18432 9216 4096

Cabinet Resolution 256x64 192x48 96x48 64x32

Weight(Kg/ m²) 15 15 15 15

Refresh(Hz) 3840 3840 3840 3840

Driving IC ICN2153PWM MY9866 MY9866 ICN2038S

Scan Mode 1/8 1/4 1/2 Static

LED Type SMD1921 SMD1921 SMD2727 SMD2727

Brightness(cd/ m²) ≥ 4500 ≥ 5500

Lamp Life Span ≥ 100 000 hours

Pixel Compose RGB all in one

Grey Scale 14bit

Max Power Consumption(W/ m²) 800

Ave. Power Consumption(W/ m²) 260

LED Control System NOVA

Connection & Control WiFi / DVI / HDMI / DP / USB/RJ45 / Remote Internet control

IP Level IP65

Clean Ghosting Yes

Input Power AC100~240V 50/60Hz

Module Input Power DC4.7~5V ±0.2V

Cabinet Size(mm) 1000x500x80

Cabinet Material Die Casting

Maintenance Front/ Rear Maintenance

Working Tempareture and humidity Temperature : -10~40℃; Humidity: 10%-90%, non-condensing

Installation Hanging （vertical 20pcs cabinet) 10）/ Stacking / Fixed installation

Notes: Specifications are for reference only. Please contact our salesperson for details. All rights are 
reserved to SZLEDWORLD.
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